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Grade 8 products
Applications :
Grade 8 lifting �ttings o�er a lifting capacity matching grade 8 chain.

Range :
Van Beest o�ers a wide range of grade 8 items in order to assemble a complete sling from the top master link to the hooks. 
�e range extends from 6 mm to 32 mm (1/4� to 1 1/4�).

Design :
Grade 8 components supplied by Van Beest are all manufactured from alloy steel and generally dorp forged. 
Most master links, eye and swivel hooks have a �at part to make assembly with the omega link (CO) easier. Van Beest o�ers two types 
of bearings in the swivel hooks. CSEC an XLB hooks are equipped with ball bearings, other swivel hooks with needle roller thrust 
bearings. Both are designed to rotate under load.

�ese components are generally stamped with following markings:
 		  manufacturer�s identi�cation symbol	 EXCEL
		  traceability code	 e.g. Z, pertaining to a particular batch
		  steel grade	 8
		C  E conformity code	C E, ConformitØ EuropØen indicating that the product  
			   is suitable for lifting purposes
		  item code	 e.g. MP
		  chain diameter in mm and/or inch	 e.g. 13 and/or 1/2�
		  origin	 FRANCE
Finish :
�e grade 8 components are powder coated yellow or red.

Certi�cation :
Upon request, all the grade 8 items can be supplied with a works certi�cate and/or EC Declaration of conformity. Some items can also be 
supplied with a manufacturer test certi�cate and/or a 3.1 certi�cate. We refer to the detailed product information on the next pages. 

Instructions for use :
In general all grade 8 components should be inspected before use to ensure that :

	 number of legs in the sling, the top angle etc. For further details, we refer to EN818 norm for chain slings

It is required that the products are regularly inspected and that the inspection should take place minimally in accordance with the 
safety standards given in the country of use. �is is required because the products in use may be a�ected by wear, misuse, overloading, 
etc. with a consequence of deformation and alteration of the material structure. 
Inspection by a competent person should take place at least every six months and even more frequently when the components are 
used in severe operating conditions.

Working Load Limit table for Grade 8 Chain Slings to EN 818-4

Chain Ø 1 leg sling

2 leg sling 3 or 4 leg sling
Endless sling0°<ßF 30° 30°<ßF 45° 45°<ßF 60° 0°<ßF 30° 30°<ßF 45° 45°<ßF 60°

Safety factor
1.73

Safety factor
1.4

Safety factor
1.0

Safety factor
2.6

Safety factor
2.1

Safety factor
1.5

Safety factor
1.6

inch mm t t t t t t t t

7/32   6   1.12   1.94   1.60   1.12   2.90   2.36   1.70   1.80
1/4   7   1.50   2.60   2.12   1.50   3.90   3.15   2.24   2.50

5/16   8   2.00   3.46   2.80   2.00   5.20   4.25   3.00   3.15

3/8 10   3.15   5.45   4.25   3.15   8.20   6.70   4.75   5.00

1/2 13   5.30   9.20   7.50   5.30 13.80 11.20   8.00   8.50
5/8 16   8.00 13.80 11.20   8.00 20.80 17.00 11.80 12.50
3/4 20 12.50 21.60 17.00 12.50 32.50 26.50 19.00 20.00
7/8 22 15.00 26.00 21.20 15.00 39.00 31.50 22.40 23.60

1 26 21.20 36.70 30.00 21.20 55.00 45.00 31.50 33.50
1  1/4 32 31.50 54.50 45.00 31.50 82.00 67.00 47.50 50.00
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EXCELfi Master link assembly, grade 8
Material	 :	 alloy steel, grade 8, quenched and tempered
Safety factor	 :	 MBL equals 4 x WLL
Standard 	 :	 EN 1677-4
Finish	 :	 painted yellow (J) or red (R)
Certi�cation	 :	 at no extra charge this product can be supplied with a works certi�cate  

			   and/or EC Declaration of Conformity
Note	 :	 from 60 t without �at part

partnumber working 
load
 limit

diameter chain 
3/4 legs

dia- 
meter

length 
inside

width 
inside

dia-
meter

length 
inside

width 
inside

thick-
ness

weight 
each

t

ß = 30° ß = 45° ß = 60° a b c d e f g

kginch mm inch mm inch mm mm mm mm mm mm mm mm

MTS16J 2.5 - - 7/32   6 7/32-1/4 6-7 16 117   70 13   99   59   7 1.24

MTS18J 3.5 7/32   6 1/4   7 5/16   8 18 134   73 16   99   60   8 1.75

MTS22J 6.5 1/4-5/16 7-8 5/16   8 3/8 10 22 150   86 18 119   69   9 2.8

MTS25J 8.5 3/8 10 3/8 10 1/2 13 25 167   95 20 118   69 11 3.82

MTS28J 10 - - - - - - 28 198 118 20 118   69 11 4.7

MTS30J 13 - - 1/2 13 5/8 16 30 198 118 22 134   75 14 5.85

MTS36J 17 1/2 13 5/8 16 3/4 18-19 36 250 147 25 134   75 14 9.35

MTS38J 20 - - - - 3/4 20 38 250 147 28 170   93 17 11.75

MTS44J 27 5/8-3/4 16-18 3/4 18-19-20 7/8 22 45 272 170 33 200 115 17 18.5

MTS45J 30 3/4 19 - - - - 45 300 195 37 198 120 21 22

MTS50J 40 3/4-7/8 20-22 7/8 22 1 26 50 300 200 38 150   90 21 24

MTS55J 50 - - 1 26 1 1/4 32 55 300 200 38 150   90 23 27

MTS58J 60 1 26 - - - - 58 350 200 42 147   90 - 34

MTS70J 80 - - 1 1/4 32 - - 70 400 250 55 296 150 - 72

MTS80J 100 1 1/4 32 - - - - 80 400 250 60 300 150 - 92

EXCELfi Master link, grade 8
Material	 :	 alloy steel, grade 8, quenched and tempered
Safety factor	 :	 MBL equals 4 x WLL
Standard 	 :	 EN 1677-4
Finish	 :	 painted yellow (J) or red (R)
Certi�cation	 :	 at no extra charge this product can be supplied with a works certi�cate  

			   and/or EC Declaration of Conformity
Note	 :	 from 50 t without �at part

partnumber working 
load
limit

diameter chain 
1 leg

diameter chain 
2 legs

dia-
meter

length 
inside

width 
inside

thick-
ness

weight 
each

t inch mm

ß = 30° ß = 45° ß = 60° a b c d

kginch mm inch mm inch mm mm mm mm mm

MS13J 1.6 7/32-1/4 6-7 - - 7/32   6 7/32-1/4 6-7 13 100   60   7 0.33

MS16J 3.1 5/16   8 1/4   7 1/4-5/16 7-8 5/16   8 16 120   68   7 0.56

MS18J 4.5 3/8 10 5/16   8 3/8 10 3/8 10 18 135   75   9 0.8

MS20J 6.2 1/2 13 3/8 10 - - 1/2 13 20 150   90   9 1.11

MS22 8 5/8 16 - - 1/2 13 5/8 16 22 150   87 11 1.36

MS25J 10.6 3/4 18 1/2 13 - - 3/4 18 25 167   95 13 1.96

MS28 12 3/4 19 - - 5/8 16 3/4 19 28 200 120 14 2.92

MS30J 15 3/4-7/8 20-22 5/8 16 3/4 18 3/4-7/8 20-22 30 200 120 17 3.4

MS36J 20 - - 3/4 18-19 3/4 19-20 - - 36 250 150 17 6.1

MS38J 25 1 26 3/4 20 7/8 22 1 26 38 246 150 21 6.8

MS44J 30 - - 7/8 22 1 26 - - 44 277 170 21 10.8

MS45J 37 1 1/4 32 1 26 - - 1 1/4 32 45 300 200 24 11.7

MS50J 50 - - - - 1 1/4 32 - - 50 300 200 - 14.75

MS55J 63 - - 1 1/4 32 - - - - 55 350 200 - 20

MS70J 100 - - - - - - - - 70 400 250 - 39

MS80J 125 - - - - - - - - 80 400 250 - 52
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