Swivels

Applications:
Swivels are used to prevent wire rope or chain from transferring their normal twisting motion to the item being lifted. Our swivels can
be supplied with various types of end- ttings. EXCELfi swivels are designed to rotate under load.

Range:

Van Beest 0 ers two types of swivels:

- rust bearing (ELD), ranging from Working Load Limit 1.12 t to 18.7 t (Grade 10), with eye-eye connection.
- Ball bearing (EC/ALEC/OLEC), Working Load Limit 1.12 t to 8.2 t, with eye-clevis or clevis-clevis connection.

Design:
e EXCELfi swivels are drop forged. e swivels do not need grease during use.

ese components are generally stamped with following markings:

manufacturers identi cation symbol EXCEL

traceability code e. Z, pertaining to a particular batch

steel grade 8

CE conformity code CE, Conformit® Europ@en indicating that the product
is suitable for lifting purposes

item code eg.EC

chain diameter in mm and/or inch eg. 13 and/or 1/2

Finish:
e grade 8 swivels are powder coated in red.

Certi cation:
Upon request, all swivels can be supplied with a works certi cate, a 3.1 certi cate and/or EC Declaration of conformity.

Instructions for use:
Swivels should be inspected before use to ensure that:
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number of legs in the sling, the top angle etc. For further details, we refer to EN818, norm for chain slings
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Itis required that the products are regularly inspected and that the inspection should take place minimally in accordance with the
safety standards given in the country of use. s is required because the products in use may be a ected by wear, misuse, overloading,
etc. with a consequence of deformation and alteration of the material structure.

Inspection by a competent person should take place at least every six months and even more frequently when the swivels are used in
severe operating conditions.

Assembly :

e clevis ends can be directly connected to the corresponding lifting chain. For most eye ends (with the exception of OLEC), a
connector like a connecting link can be used. e eye of the OLEC can be connected directly to a clevis component like a clevis sling
hook or an omega link for example.
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; EXCELfi Needle bearing swivel, Eye-Eye, grade 8
o I Material . alloy steel, grade 8, quenched and tempered
10 Safety factor : MBL equals 4 x WLL
11 Finish . painted red
10 Certi cation : at no extra charge this product can be supplied with a works certi cate,
a 3.1 certi cate and/or EC Declaration of Conformity
il b I Note . equipped with two needle roller thrust bearings
d
SEVA partnumber working diameter length width lengthinside | width inside length thickness weight
load outside outside each
limit
ELD a b c d e f g
t mm mm mm mm mm mm mm kg
ELDOR 112 11 140 52 33 29 118 6 0.36
ELD1R 2 12 150 56 32 31 126 6 058
ELD2R 32 14 185 66 39 37 155 8 1.05
ELD3R 54 18 228 80 46 43 195 11 186
ELD4R 82 21 270 99 60 56 221 14 31
ELD5R 128 24 331 121 67 72 280 17 645
ELD6R 155 28 379 134 87 81 328 22 174
b . . . . .
EXCELfi Ball bearing swivel, Clevis-Clevis, grade 8
° - I Material . alloy steel, grade 8, quenched and tempered
O [0 Safety factor : MBL equals 4 x WLL
10 Finish . painted red
Il Certi cation : atno extra charge this product can be supplied with a works certi cate,
aje a31certi cate and/or EC Declaration of Conformity
fa)
| d
P I
partnumber working for chain length inside width width diameter pin length weight
EC load diameter outside outside each
limit
a b c d e
t inch mm mm mm mm mm mm kg
EC5R 08 3/16 5 52 34 7 6 80 029
EC6R 112 7132 6 52 34 7 8 80 0.29
EC7/8R 2 1/4-5/16 7-8 81 41 9 9 115 065
EC10R 32 3/8 10 94 50 11 13 140 115
EC13R 54 1/2 13 127 60 14 16 183 239
EC16R 82 5/8 16 140 80 18 20 218 452
®
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EXCELfi Ball bearing swivel small eye-clevis, grade 8

I Material . alloy steel, grade 8, quenched and tempered
o ol 9 Il Safety factor : MBL equals 4 x WLL
Il Finish . painted red
[l Certi cation : atno extra charge this product can be supplied with a works certi cate,

a 3.1 certi cate and/or EC Declaration of Conformity
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OLEC partnumber working for chain length width diameter | thickness width length diameter weight
load diameter inside outside eye outside pin each
limit
a b c d e f g
t inch mm mm mm mm mm mm mm mm kg
OLEC5R 08 3/16 5 50 34 8 6 7 78 6 025
OLEC6R 112 7/32 6 50 34 8 6 7 78 8 025
OLEC7/8R 2 1/4-5/16 7-8 70 41 9 10 9 105 9 051
OLEC10R 32 3/8 10 79 50 13 11 11 125 13 088
OLEC13R 54 172 13 109 60 16 13 14 164 16 181
OLEC16R 82 5/8 16 129 80 20 14 18 200 20 36
b . . . .
EXCELfi Ball bearing swivel, eye-clevis, grade 8
e
] I Material . alloy steel, grade 8, quenched and tempered
I g [0 Safety factor : MBL equals 4 x WLL
°/\° 1l Finish : painted red
[0 Certi cation : at no extra charge this product can be supplied with a works certi cate,
[j a 3.1 certi cate and/or EC Declaration of Conformity
al f
d : : - - - - - - -
partnumber | working for chain length width diameter | diameter | width length | diameter | diameter | weight
load diameter inside outside eye outside pin eye each
limit outside
a b c d e f g h
ALEC t inch mm mm mm mm mm mm mm mm mm kg
ALEC5R 08 3/16 5 93 34 29 14 7 120 6 57 042
ALEC6R 12 7132 6 93 34 29 14 7 120 8 57 042
ALEC7/8R 2 1/4-5/16 7-8 120 41 35 14 9 151 9 65 075
ALEC10R 3 3/8 10 144 50 44 19 11 184 13 82 137
ALEC13R 5 1/2 13 191 60 59 24 14 243 16 108 295
ALEC16R 8 5/8 16 209 80 67 25 18 270 20 118 479
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